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About  
 

SFMM 2026 
 
Welcome to the 39th Scottish Fluid Mechanics Meeting. 
 
The Scottish Fluid Mechanics Meeting offers an informal setting to discuss ongoing fluid 
mechanics research from across Scotland and beyond. It is particularly aimed towards 
offering PhD students and early career researchers an opportunity to introduce themselves 
and their work, alongside contributions from more senior researchers. 
 
 

Organisers 
 
Lead Organiser 
 
Dr Tom Eaves 

 
Committee Members 
 
Dr Alan Cuthbertson  
Dr Anirban Guha 

 
On-the-day Assistants 
 
Dr Jorge Sandoval 
Mr Yi Yuan 
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Sponsors 
 
The Meeting is kindly sponsored by  Dantec Dynamics Ltd  and LaVision Ltd, whose kind 
contribution allowed us to keep registration fees low and accessible to a wider range of 
attendees. 
 

 
Dantec Dynamics 
 

 
 

Dantec Dynamics pioneers the development and distribution of cutting -edge integrated 
measurement systems catering to diagnostics and research in fluid mechanics, solid 
mechanics, microfluidics, spray analysis, and combustion technology. Renowned globally, 
our clientele entrusts our user-friendly systems and unparalleled application support to drive 
the forefront of discovery, innovation, quality control, and non -destructive testing.  
  
Dantec Dynamics ς Turn Measurements Into Knowledge  
 
www.dantecdynamics.com   
 

 
La Vision 
 

 
 

LaVision is the leading supplier of laser imaging systems in top selling application fields like 
fluid mechanics (aerodynamics, microfluidics), combustion (automotive, power generation) 
as well as spray and particle diagnostics (engines, pharma). Due to their non-intrusive nature 
our optical instruments offer unique capabilities for multi -parameter flow measurements 
with high spatial and temporal resolution. Our measurement equipment is used in well known 
R&D labs all over the world. Largely customer oriented, we offer user -friendly, reliable and 
high quality products tailored to the needs of our customers.  
 
www.lavision.de/en/  

https://www.dantecdynamics.com/
https://www.lavision.de/en/
http://www.dantecdynamics.com/
http://www.lavision.de/en/
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Programme 
 

09:00  τ 09:30  Registration & Coffee  
    

09:30  τ 09:40  Welcome & Introduction  
    

09:40  τ 10:40 Session 1  Chair: Emad Chaparian (Strathclyde) 
09:40  τ 09:55 Particle migration in Poiseuille flow of a viscoplastic fluid  

James Malcolm, Mónica S. N. Oliveira & Emad Chaparian 
   Department of Mechanical & Aerospace Engineering,  University of 

Strathclyde  
09:55 τ 10:10 Wall modes and pattern formation in molten salt magnetoconvection  

Asif Nawaz, Andrei Teimurazov, Matthew McCormack, Olga Shishkina & 
Moritz Linkmann 
School of Mathematics and Maxwell Institute for Mathematical 
Sciences, University of Edinburgh and Max Planck Institute for Dynamics 
and Self-Organization, Göttingen  

10:10 τ 10:25 Computer modelling of metals in the continuous casting  
Wei Dou, Thomas Jones & Ping Lin 
School of School of Science and Engineering, University of Dundee 

10:25 τ 10:40 Data-driven modelling of diffusion coefficients in porous media 
Quinn Stein, Humphrey Yiu & Ali Ozel 
School of Engineering and Physical Sciences, Heriot-Watt University  

     
10:40 τ 11:00 Coffee Break 

    
11:00 τ 12:30 Session 2  Chair: Jeremy Parker (Dundee) 
11:00 τ 11:15 The Helmholtz resonance of a submerged dock with a backplate  

Christopher J.P. Wakefield & Cathal P. Cummins 
School of Energy, Geoscience, Infrastructure & Society and Department 
of Mathematics, Maxwell Institute for Mathematical Sciences, Heriot -
Watt University  

11:15 τ 11:30 Deepfake turbulence yields short solutions to the Navier -Stokes 
equations  
Jeremy P. Parker 
Mathematics, University of Dundee  

11:30 τ 11:45 Branches of dynamo action in spherical shells of different aspect ratio  
Francesca Coke & Rob Teed 
School of Mathematics and Statistics, University of Glasgow  

11:45 τ 12:00 Chaotic orbits of multiple immersed ellipsoids  
Andrew Boyd, Mark Sawyer, David Scott, Rama Govindarajan & Prashant 
Valluri 
School of Engineering, University of Edinburgh 
 
 
 
 
 



6 
 

12:00 τ 12:15 Collective effects in the phase change of falling raindrops  
Lucile Bisquert , Debarshi Debnath, David Scott, Rama Govindarajan & 
Prashant Valluri 
School of Engineering and Edinburgh Parallel Computing Centre, 
University of Edinburgh and International Centre for Theoretical Science, 
Tata Institute of Fundamental Research, Bengaluru  

12:15 τ 12:30 Fluidization hydrodynamics in gas -solid vortex units: a CFD study 
Shuxian Jiang & Victor Francia 
Institute of Mechanical, Process and Energy Engineering, Heriot -Watt 
University 

     
12:30 τ 12:40 Photo 

    
12:40 τ 13:30 Lunch & Poster Session 

    
13:30 τ 15:00 Session 3  Chair: Matt hew Durey (Glasgow) 
13:30 τ 13:45 Dynamics of chemically propelled elastic filaments  

Matthew Butler  
Department of Mathematics & Statistics, University of Strathclyde  

13:45 τ 14:00 Influence of surface tension effects on thermal ςhydraulic transport in 
microchannels  
Evans Udom & Marcello Lappa 
Department of Mechanical and Aerospace Engineering, University of  
Strathclyde  

14:00 τ 14:15 A model for walking droplets over submerged  barriers 
Zubaydah Alotaibi, Katarzyna N. Kowal & Matthew Durey 
School of Mathematics and Statistics, University of Glasgow  

14:15 τ 14:30 Effect of cell softness on the separation between circulating tumour 
cells from blood  
Roslyn Hay, Timm Krüger & Benjamin Owen 
School of Engineering, University of Edinburgh 

14:30 τ 14:45 Single-molecule DNA dynamics in heterogeneous microfluidic flows: 
from conformational response to length -based separation 
Arezoo Khakpour, Zhibo Li, Samantha Robinson, Olivia du Roure, Anke 
Lindner, E. Chaparian & Mónica S. N. Oliveira 
Department of Mechanical and Aerospace Engineering, University of 
Strathclyde  

14:45 τ 15:00 PLGA fibre formation by wet and microfluidic spinning in conventional 
and green solvents 
Itzia M. García, Luis M. Bimbo, John J. Liggat & Mónica S. N. Oliveira 
Department of Mechanical and Aerospace Engineering and Department 
of Pure and Applied Chemistry, University of Strathclyde and 
Department of Pharmaceutical Technology, University of Coimbra  

     
15:00 τ 15:20 Coffee Break 
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15:20 τ 16:50 Session 4  Chair: Daphné Lemasquerier (St Andrews) 
15:20 τ 15:35 Beyond Saffman-Taylor: viscous fingering of free -surface flows  

Katarzyna Kowal 
School of Mathematics and Statistics, University of Glasgow  

15:35 τ 15:50 The fluid mechanics of grounding zone wedges  
Tanisha Kumari, Matthew Durey, Peter Stewart & Katarzyna Kowal 
School of Mathematics and Statistics, University of Glasgow  

15:50 τ 16:05 A representative wave for cross -shore sediment transport  
O. E. Neshamar, B. E. Larsen & A. Petridis 
Technical University of Denmark 

16:05 τ 16:20 Inferring pycnocline depth from sea surface data and satellite images of 
internal solitary waves  
Anirban Guha 
Civil Engineering, University of Dundee 

16:20 τ 16:35 Resonant triad interactions of gravity waves in variable -depth 
containers  
Jie Yang, Katarzyna Kowal & Matthew Durey 
School of Mathematics & Statistics, University of Glasgow 

16:35 τ 16:50 Horizontal convection in icy moon oceans with melting and freezing  
Hamish C. F. C. Hay, David Rees Jones, Eric Hester & Daphné Lemasquerier 
School of Mathematics and Statistics, University of St Andrews and 
Department of Mathematical Sciences, University of Bath  

     
16:50 τ 17:00 Close 
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Posters 
 

1. NORWESTCOMS: operational Scottish coastal modelling system 
Dmitry Aleynik, Keith Davidson, Tim M. Szewczyk & Andrew Dal 
The Scottish Association for Marine Science, SAMS 

2. Pulsatile fluid flow through axisymmetric porous membranes  
Hessah Almaaz, Matthew Durey & Katarzyna Kowal 
School of Mathematics and Statistcs, University of Glasgow  

3. Taylor dispersion for flow down channels with porous membranes  
Raymond Callaghan, Katarzyna Kowal & Matthew Durey 
School of Science and Engineering, University of Glasgow 

4. 9ȄǇƭƻǊƛƴƎ WǳǇƛǘŜǊΩǎ Ȋƻƴŀƭ ƧŜǘǎ ǳǎƛƴƎ ŀ ǿŀǾŜ-mean flow interaction and laboratory 
analogue approach  
Madeleine A. Heideman, Alan Cuthbertson & Daphné Lemasquerier 
School of Mathematics & Statistics, University of St Andrews and Civil Engineering, 
University of Dundee 

5. Heterogeneity -induced oscillations in active nematics  
Alexander J. H. Houston, Geoff McKay, Michael Grinfeld & Nigel J. Mottram1 
School of Mathematics and Statistics, University of Glasgow and Department of 
Mathematics and Statistics, University of Strathclyde  

6. Wide-field tracking of floating plastic particles over continuous streamwise ridges 
in an open-channel flume  
Denisa Krstienova, Mark Stewart, Yunqiang Zhu & Vladimir Nikora 
School of Engineering, University of Aberdeen 

7. Effect of aneurysm neck width on the haemodynamics of dual intracranial 
aneurysms 
Sheila Legus-Christman & Asimina Kazakidi 
Department of Biomedical Engineering, University of Strathclyde  

8. Size-based separation of soft particles in suspension in inertial microfluidics  
Jeanne Michalon, Qi Zhou, Timm Krüger & Benjamin Owen1 
School of Engineering and College of Medicine & Veterinary Medicine, University of 
Edinburgh 

9. Reaction infiltration instability in a compacting porous medium: channel and wave 
modes 
Min Huang, John F. Rudge & David W. Rees Jones 
Department of Earth Sciences, University of Cambridge and School of Mathematics 
and Statistics, University of St Andrews 

10. Bistability and force balance in rotating spherical shell dynamo simulations  
Ayesha Sarwar, Robert Teed & Radostin Simitev 
School of Mathematics and Statistics, University of Glasgow  

11. Rotating convection in a spherical shell with combined vertical and horizontal 
thermal forcing  
Yu Sun, Ankit Barik & Daphné Lemasquerier 
School of Mathematics and Statistics, University of St Andrews and Department of 
Earth and Planetary Sciences, Johns Hopkins University and School of Physics 
Science and Engineering, Tongji University 
 



9 
 

12. The role of magnetic diffusion on the onset of magnetoconvection in a spherical 
shell 
Francis Swan, Robert Teed & Radostin Simitev 
School of Mathematics and Statistics, University of Glasgow  

13. Thermo-electrohydrodynamic convection in spherical Taylor -Couette flow  
P. S. B. Szabo, Y. Gaillard & C. Egbers 
Department of Aerodynamics and Fluid Mechanics, Brandenburg University of 
Technology Cottbus -Senftenberg  

14. Evaporation of a rivulet on an inclined planar substrate  
Fryderyk Tomczyk, Stephen K. Wilson & Alexander W. Wray 
Department of Mathematics and Statistics, University of Strathclyde and 
Department of Mathematical Sciences, University of Bath  
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Information about Talks and Posters  
 

Talks 
 

¶ Talks will be 12 minutes in length, with an additional 3 minutes for questions and 
change-over. 
 

¶ Presenters should use their own laptop if possible. 
 
 

Posters 
 

¶ Posters must be A0 size and portrait orientation. 



11 
 

Getting to the Venue  
 

Venue 
 

SFMM 2026 will take place in the Dalhousie Building  ƻƴ ǘƘŜ ¦ƴƛǾŜǊǎƛǘȅ ƻŦ 5ǳƴŘŜŜΩǎ /ƛǘȅ 
Campus. This building is number 61 on the campus map below. The main entrance is located 
at the ƛƴǘŜǊǎŜŎǘƛƻƴ ƻŦ hƭŘ IŀǿƪƘƛƭƭΣ {ƳŀƭƭΩǎ ²ȅƴŘΣ ŀƴŘ IǳƴǘŜǊ {ǘǊŜŜǘΦ 
 
Coffee and lunch breaks will be in the Dalhousie Building foyer (ground floor entrance), and 
the seminar room is off this foyer. 
 

 

Travel 
 

The Dalhousie Building is a short walk from both the Dundee Train Station (15 minutes) and 
the Dundee Bus Station (20 minutes). Both Stagecoach and Xplore Dundee offer local bus 
services between the Train and Bus Stations and the City Campus. 
 
Public, pay -and-display parking ( managed by Dundee City Council) is available directly 
opposite the Dalhousie Building, with entry from Hunter Street (the larger section of the car 
park) or from Old Hawkhill (the smaller section). There are other car parks nearby, including 
at South Tay Street, and larger multi -story car park s including on West Marketgait 
(eastbound) and near the train station, on Greenmarket.  

https://www.stagecoachbus.com/promos-and-offers/east-scotland/dundee-buses
https://www.xploredundee.com/services
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39th Scottish Fluid Mechanics Meeting ς University of Dundee 
 

Particle migration in Poiseuille flow of a  viscoplastic fluid  
 

James Malcolm, Mónica S. N. Oliveira & Emad Chaparian 
Department of Mechanical & Aerospace Engineering, University of Strathclyde  

 
Particle migration is a fundamental physical phenomenon in microfluidics used for 
applications  ranging from rigid particle manipulation to cell separation. Migration of 
particles is  primarily due to the shear -induced force and the wall -interaction lift force, 
leading to an  equilibrium position. Here, we study the motion of rigid particles in a 
viscoplastic fluid flow  in a cylindrical conduit. This phenomenon has previously been studied 
in complex fluid environments  exhibiting both viscoelastic and elasto -visco-plastic 
rheologies.1 In this study, we  shed light on the effect of viscoplastic  rheology on particle 
migration, contributing to a more  comprehensive understanding of how fluid rheology can 
be leveraged for targeted particle  sorting. Robust computations employing a coupled CFD-
DEM solver (i.e. LIGGGHTS & hǇŜƴCh!aύ ǿƛǘƘ άǘǿƻ-ǿŀȅ ŎƻǳǇƭƛƴƎέ ŀǊŜ ŎƻƴŘǳŎǘŜŘ ǘƻ ǊŜǎƻƭǾŜ 
particle -fluid interactions.  The simulations consider a wide range of Bingham numbers and 
ǇŀǊǘƛŎƭŜΩǎ ƛƴƛǘƛŀƭ ǇƻǎƛǘƛƻƴǎΦ The formation of a core unyielded region in the centre of the 
conduit (where the fluid behaves  ŀǎ ŀ άǎƻŦǘ ǎƻƭƛŘέύ Ŏŀƴ ǘǊŀǇ ǘƘŜ ǇŀǊǘƛŎƭŜǎ ǿƛǘƘƛƴΦ IƻǿŜǾŜǊΣ 
particles which are partially in the  core unyielded region can escape and migrate towards 
equilibrium position in the annular  sheared region. This differs from the Newtonian 
equilibrium position due to the redistribution  of the shear gradient compared to the 
Newtonian fluid flow counterpart. Hence, there  is a critical radius below which the particles 
are unable to migrate. 
 
[1] /ƘŀǇŀǊƛŀƴΣ 9ΦΣ !ǊŘŜƪŀƴƛΣ aΦ bΦΣ .ǊŀƴŘǘΣ [ΦΣ ŀƴŘ ¢ŀƳƳƛǎƻƭŀΣ hΦΣ άtŀǊǘƛŎƭŜ ƳƛƎǊŀǘƛƻƴ in channel 
Ŧƭƻǿ ƻŦ ŀƴ ŜƭŀǎǘƻǾƛǎŎƻǇƭŀǎǘƛŎ ŦƭǳƛŘΣέ WΦ bƻƴ-Newtonian Fluid Mech., Vol. 284, 2020, pp. 
104376. 
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39th Scottish Fluid Mechanics Meeting ς University of Dundee 
 

Wall modes and pattern formation in  
molten salt magnetoconvection  

 
Asif Nawazz , Andrei TeimurazovϞ, Matthew McCormack ,z Olga ShishkinaϞ  

& Moritz Linkmann  z
Szchool of Mathematics and Maxwell Institute for Mathematical Sciences,   

University of Edinburgh 
ϞMax Planck Institute for Dynamics and Self-Organization, Göttingen  

 
Magnetoconvection in electrically conducting fluids under strong imposed magnetic fields  
is central to heat extraction in fusion reactor cooling blankets. Most canonical results and  
many blanket-relevant studies focus on liquid metals, however, several proposed concepts 
use molten salts whose thermal diffusion is comparatively weak, with Prandtl numbers (Pr)  
in the range 10-30. While linear theory for wall -mode and bulk onset is Pr-independent  for 
most relevant working fluids, little is known about nonlinea r effects even in a Rayleigh -
Bènard setup, such as near -onset pattern formation, wall -mode selection with increasing  
Rayleigh number (Ra), and the transition to turbulence. Recent results from numerical linear 
stability analysis in cylindrical domains show that multiple wall modes with different  
azimuthal wavenumbers are closely spaced at onset.1 This near-degeneracy, which results in 
transitions between wall -mode states of different azimuthal structure as observed in the  
liquid metal case, 2 implies strong modal competition and potential multistability. Here, we  
present direct numerical simulations of magnetoconvection in cylindrical domains of aspect 
ratio 2 subject to a vertical magnetic field in the high -Pr molten-salt regime. We investigate 
(i) the nonlinear selection, potential coexistence, and transitions between competing  
wallmode branches, and (ii) the sequence of pattern changes across Ra from steady wall 
modes towards time dependence and eventually turbulence. In contrast to the liquid metal 
case, we observe high-wavenumber wall-mode patterns to emerge with increasing Ra, that 
remain dynamically relevant beyond bulk onset. Preliminary results suggest the co -
existence of wall modes with different wavelengths close to onset.  
 
[1] Tao, X., Zhu, X., Ni, M.-J., and Xie, Y.-/ΦΣ άhƴǎŜǘ ŀƴŘ ƭŜƴƎǘƘ ǎŎŀƭŜǎ ƻŦ ǿŀƭƭ ƳƻŘŜǎ ƛƴ ŎƻƴŦƛƴŜŘ 
ƳŀƎƴŜǘƻŎƻƴǾŜŎǘƛƻƴ ǿƛǘƘ ŀ ǾŜǊǘƛŎŀƭ ƳŀƎƴŜǘƛŎ ŦƛŜƭŘΣέ WƻǳǊƴŀƭ ƻŦ CƭǳƛŘ aŜŎƘŀƴƛŎǎΣ ±ƻƭΦ млнсΣ 
2026, pp. A41. 

[2] ·ǳΣ ¸ΦΣ IƻǊƴΣ {ΦΣ ŀƴŘ !ǳǊƴƻǳΣ WΦ aΦΣ ά¢Ǌŀƴǎƛǘƛƻƴ ŦǊƻƳ ǿŀƭƭ ƳƻŘŜǎ ǘƻ ƳǳƭǘƛƳƻŘŀƭƛǘȅ ƛƴ ƭƛǉǳƛŘ 
ƎŀƭƭƛǳƳ ƳŀƎƴŜǘƻŎƻƴǾŜŎǘƛƻƴΣέ tƘȅǎƛŎŀƭ wŜǾƛŜǿ CƭǳƛŘǎΣ ±ƻƭΦ уΣ bƻΦ млΣ нлноΣ ǇǇΦ млорлоΦ 
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39th Scottish Fluid Mechanics Meeting ς University of Dundee 
 

Computer modelling of metals in the continuous casting  
 

Wei Dou, Thomas Jones & Ping Lin 
School of School of Science and Engineering, University of Dundee 

 
In the continuous casting of metals, liquid metal flows from a furnace into a mould, where  
cooling water reduces the mould wall temperature to initiate solidification. Through heat  
transfer, the liquid metal undergoes a phase transition from liquid to solid state, after which  
the solidified metal gradually cools to ambient conditions. This process may produce 
defects  such as surface pulse marks and internal porosity. Our research aims to simulate the 
pure copper solidification process and investigate the influence of different casting motion.   
 
To capture the effects of fluid motion on solidification, we use the phase -field approach  
which can be readily solved by publicly available PDE solvers. As is done by many in the field, 
we treat the solid phase as a highly viscous liquid. Building on previous work,1,2 we developed 
a phase-field model for the solidification process of a liquid metal, which  accommodates 
distinct physical properties for each phase while preserving thermodynamic  consistency. 
The model employs an order parameter in phase -field equation that varies  continuously 
between phases, providing an explicit representation of the solidification front.   
 
In our simulation, the thermophysical properties of pure copper are assumed to be uniform  
within each phase. Temperature-dependent parameters may be incorporated as well. The  
governing equations are discretised and solved numerically using the finite element 
platform  FEniCS. We validate the model by comparing its results with those available in 
literature.  
 
[1] DǳƻΣ ½Φ ŀƴŘ [ƛƴΣ tΦΣ ά! ǘƘŜǊƳƻŘȅƴŀƳƛŎŀƭƭȅ ŎƻƴǎƛǎǘŜƴǘ ǇƘŀǎŜ-field model for twophase  
Ŧƭƻǿǎ ǿƛǘƘ ǘƘŜǊƳƻŎŀǇƛƭƭŀǊȅ ŜŦŦŜŎǘǎΣέ WƻǳǊƴŀƭ ƻŦ CƭǳƛŘ aŜŎƘŀƴƛŎǎΣ ±ƻƭΦ тссΣ нлмрΣ pp. 226ς
271.  

[2] !ƴŘŜǊǎƻƴΣ 5Φ aΦΣ aŎCŀŘŘŜƴΣ DΦ .ΦΣ ŀƴŘ ²ƘŜŜƭŜǊΣ !Φ !ΦΣ ά! ǇƘŀǎŜ-field model of solidification  
ǿƛǘƘ ŎƻƴǾŜŎǘƛƻƴΣέ tƘȅǎƛŎŀ 5Υ bƻƴƭƛƴŜŀǊ tƘŜƴƻƳŜƴŀΣ ±ƻƭΦ морΣ bƻΦ мΣ нлллΣ pp. 175ς194. 
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39th Scottish Fluid Mechanics Meeting ς University of Dundee 
 

Data-driven modelling of diffusion coefficients in porous media 
 

Quinn Stein, Humphrey Yiu & Ali Ozel 
School of Engineering and Physical Sciences, Heriot-Watt University  

 
Accurate characterisation of diffusive transport in porous solid -liquid systems is essential 
for many engineering problems such as catalytic reactor design, drug delivery in biological 
tissues, environmental remediation. Diffusion coefficients in porous me dia differ 
significantly from those in bulk aqueous solution due to pore size, polymer -solute 
interactions and environmental conditions. Conventional parameter estimation requires 
extensive calibration experiments with a narrow descriptive scope for these  systems. We 
present a data -driven computational framework using a physics -informed neural network 
(PINN)1 to directly extract diffusion coefficients from spatiotemporal concentration fields 
obtained via fluorescence imaging. The PINN incorporates the governing diffusion equation 
directly into the training alongside boundary conditions and interior observations via a multi-
objective loss function. Minimising the loss recovers key transport parameters while 
simultaneously reconstructing the propagation of th e concentration field. Framework 
validation utilises Rhodamine B as a model solute with spatiotemporal concentration fields 
extracted from time -series fluorescence video frames as PINN input. The network 
successfully generates low error in the constructed concentration fields (See Figure 1) and 
physically consistent diffusion coefficients.  Future work will extend this to optimised 
catalytic particle -laden flow systems for both diffusion  and reaction kinetics, enabling 
simultaneous multi -parameter estimation  across varied structural  and compositional 
configurations.  

 
Figure 1: Rhodamine B diffusion through a porous medium. (a) Example diffusive process 
into porous media; Concentration colormaps: (b) Ground truth concentration field; (c) PINN 
concentration  predictions; (d) Relative error between ground truth and predictions. 
 
[1] wŀƛǎǎƛΣ aΦΣ tŜǊŘƛƪŀǊƛǎΣ tΦΣ ŀƴŘ YŀǊƴƛŀŘŀƪƛǎΣ DΦΣ άtƘȅǎƛŎǎ-ƛƴŦƻǊƳŜŘ ƴŜǳǊŀƭ ƴŜǘǿƻǊƪǎΦΦΦΣέ WΦ 

Comput.  Phys., Vol. 378, 2019, pp. 686ς707. 
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39th Scottish Fluid Mechanics Meeting ς University of Dundee 
 

The Helmholtz resonance of a submerged dock with a backplate  
 

Christopher J.P. Wakefield* & Cathal P. Cummins*,Ϟ 
* School of Energy, Geoscience, Infrastructure and Society (EGIS0), Heriot-Watt University  

ϞDepartment of Mathematics, Maxwell Institute for Mathematical Sciences ,  
Heriot-Watt University  

 
In the field of wave-structure interaction (WSI), numerous examples exist where the response 
of the structure exhibits resonant and non-resonant behaviour. These include the Helmholtz 
or pumping resonances experienced by harbours and basins communicating with larger 
bodies of water via a mouth or channel.1 Similarly, there are examples where a non-resonant 
structure can, with minimal modification, begin to exhibit resonant behaviour. This can be  
observed in the quasi-resonance demonstrated by a finite dock which has undergone a small 
rotation. 2 
  
This work unifies these behaviours through the analysis of the related problem of the 
interaction  of monochromatic waves with a semi -enclosed, rectangular, surface -piercing 
cavity  in two-dimensions using the eigenfunction matching method. An examination of the 
impact  of a broad range of cavity geometries on parameters such as mouth-impedance and 
mouthcorrection  is undertaken. This examination delineates the boundaries between a 
number of resonant and non -resonant cases from the WSI literature. The resulting  
delineation is  ǊŜǇǊŜǎŜƴǘŜŘ ƻƴ ŀ ǊŜƎƛƳŜ ƳŀǇ ǊŜƭŀǘƛƴƎ ǘƘŜǎŜ ǇŀǊŀƳŜǘŜǊǎ ǘƻ ǘƘŜ ŎŀǾƛǘƛŜǎΩ 
resonant behaviour. 
 
[1] aƛƭŜǎΣ WΦ ²Φ ŀƴŘ [ŜŜΣ ¸Φ YΦΣ άIŜƭƳƘƻƭǘȊ ǊŜǎƻƴŀƴŎŜ ƻŦ ƘŀǊōƻǳǊǎΣέ WƻǳǊƴŀƭ ƻŦ CƭǳƛŘ aŜŎƘŀƴƛŎǎΣ 

Vol. 67, No. 3, feb 1975, pp. 445ς464.  
[2] tŀǊǎƻƴǎΣ bΦ CΦ ŀƴŘ aŎLǾŜǊΣ tΦΣ ά{ŎŀǘǘŜǊƛƴƎ ƻŦ ǿŀǘŜǊ ǿŀǾŜǎ ōȅ ŀƴ ƛƴŎƭƛƴŜŘ ǎǳǊŦŀŎŜ-piercing 
ǇƭŀǘŜΣέ ¢ƘŜ vǳŀǊǘŜǊƭȅ WƻǳǊƴŀƭ ƻŦ aŜŎƘŀƴƛŎǎ ŀƴŘ !ǇǇƭƛŜŘ aŀǘƘŜƳŀǘƛŎǎΣ ±ƻƭΦ рнΣ bƻΦ пΣ nov 
1999, pp. 513ς524. 
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Deepfake turbulence yields short solutions to the  
Navier-Stokes equations 

 
Jeremy P Parker  

Mathematics, University of Dundee  
 
Periodic orbit theory (POT) underpins the tantalising idea that chaotic systems can be 
understood by considering only exactly periodic solutions, closed trajectories in state space. 
This has been successful for many simple systems including both ordinary a nd partial 
differential equations, but despite several attempts, this has yet to be realised for 
turbulence. POT relies on a hierarchy of period orbits, with longer ones constructed from the 
shortest, which makes finding the shortest orbits crucial for thi s method to work. Here we 
train a diffusion model, a type of generative artificial intelligence, to create timeseries which 
appear to be very short trajectories to the 2D Navier -Stokes equations with a sinusoidal 
forcing ς the Kolmogorov flow. By convergin g these synthetic timeseries to true solutions, 
we find a large number of very short periodic orbits. The fact that we find so many, with no 
evidence of a hierarchy, implies that periodic orbit theory is not feasible for this system, and 
in turn is unlikel y to work for 3D turbulence and other more complicated fluid dynamical 
problems. 
 
 

References 
 
[1] Parker, J. P., & Schneider, T. M. (2026). From synthetic turbulence to true solutions: A deep 

diffusion model for discovering periodic orbits in the Navier -Stokes equations. arXiv 
preprint arXiv:2602.23181. 
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Branches of dynamo action in spherical shells  
of different aspect ratio  

 
Francesca Coke & Rob Teed 

School of Mathematics and Statistics, University of Glasgow  
 
9ŀǊǘƘΩǎ ƛƴƴŜǊ ŎƻǊŜ Ƙŀǎ ōŜŜƴ ƎǊƻǿƛƴƎ ǎƛƴŎŜ ƛǘǎ ƴǳŎƭŜŀǘƛƻƴΣ ŀƴŘ ǘƘǊƻǳƎƘƻǳǘ ǘƘƛǎ ǘƛƳŜ ǘƘŜ 
electrically  conducting fluid outer core has sustained a convection driven dynamo providing 
Earth with a magnetic field. Numerical models with an inner/outer core aspect ratio 
appropriate for  the present-day geodynamo have produced two distinct dipolar branches of 
solutions in parameter  space: the viscously -ŘƻƳƛƴŀǘŜŘ άǿŜŀƪ-ŦƛŜƭŘέ ǊŜƎƛƳŜ ŀƴŘ ǘƘŜ 
magnetically -dominated άǎǘǊƻƴƎ-ŦƛŜƭŘέ ǊŜƎƛƳŜΦ1 The strong -field regime, expect ed to be 
ƻǇŜǊŀǘƛƴƎ ƛƴ 9ŀǊǘƘΩǎ ŎƻǊŜΣ Ŏŀƴ be classified by a measure of the Lorentz force compared to 
ǘƘŜ /ƻǊƛƻƭƛǎ ŦƻǊŎŜΣ ǘƘŜ ά9ƭǎŀǎǎŜǊ ƴǳƳōŜǊέΦ wŜƎƛƻƴǎ ƻŦ ōƛǎǘŀōƛƭƛǘȅ ōŜǘǿŜŜƴ ǘƘŜ ǎǘǊƻƴƎ- and 
weak-field regime exist 2 across a range of parameter values in models appropriate for 
present-day Earth. It is easier to  drive a dynamo with a larger aspect ratio, 3 however, the 
existence of dipole -dominated solutions  becomes constrained by the geometry, and 
multipolar dynamos are preferred. 4 In this  work, through numeri cal simulations, we 
investigate whether bistability between the strong - and weak-field regimes exists in models 
of Earth with a varying aspect ratio. Provided the magnetic diffusivity is low enough, dipolar 
dynamos can persist in large aspect ratio shells.  
 
[1] 5ƻǊƳȅΣ 9ΦΣ ά{ǘǊƻƴƎ-ŦƛŜƭŘ ǎǇƘŜǊƛŎŀƭ ŘȅƴŀƳƻǎΣέ WΦ CƭǳƛŘ aŜŎƘΦΣ нлмсΦ  
[2] ¢ŜŜŘΣ wΦ WΦ ŀƴŘ 5ƻǊƳȅΣ 9ΦΣ ά{ŎŀƭƛƴƎ ƻŦ ǎǘǊƻƴƎ-ŦƛŜƭŘ ǎǇƘŜǊƛŎŀƭ ŘȅƴŀƳƻǎΣέ DŜƻǇƘȅǎΦ wŜǎΦ 

Lett., 2025.  
[3] Heimpel, M., Aurnou, J., Al-{ƘŀƳŀƭƛΣ CΦΣ ŀƴŘ tŜǊŜȊΣ bΦ DΦΣ ά! ƴǳƳŜǊƛŎŀƭ ǎǘǳŘȅ ƻŦ dynamo 
ŀŎǘƛƻƴ ŀǎ ŀ ŦǳƴŎǘƛƻƴ ƻŦ ǎǇƘŜǊƛŎŀƭ ǎƘŜƭƭ ƎŜƻƳŜǘǊȅΣέ 9ŀǊǘƘ tƭŀƴŜǘΦ {ŎƛΦ [ŜǘǘΦΣ нллрΦ  

[4] DƻǳŘŀǊŘΣ [Φ ŀƴŘ 5ƻǊƳȅΣ 9ΦΣ άwŜƭŀǘƛƻƴǎ ōŜǘǿŜŜƴ ǘƘŜ ŘȅƴŀƳƻ ǊŜƎƛƻƴ ƎŜƻƳŜǘǊȅ ŀƴŘ ǘƘŜ 
ƳŀƎƴŜǘƛŎ ōŜƘŀǾƛƻǊ ƻŦ ǎǘŀǊǎ ŀƴŘ ǇƭŀƴŜǘǎΣέ 9t[Σ нллуΦ 
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Chaotic orbits of multiple immersed ellipsoids  
 

Andrew Boyd, Mark Sawyer, David Scott, Rama Govindarajan & Prashant Valluri 
School of Engineering, University of Edinburgh 

 
Building on prior investigations of the complex dynamics of a single immersed ellipsoid1 this 
work examines the coupled translational and rotational dynamics of multiple immersed 
ellipsoids in both inviscid and viscous flow regimes. Previous studies have shown that even 
a single rigid body may exhibit chaotic motion under viscous conditions as a consequence 
of vortex shedding. 1 The present study extends this analysis to systems of multiple bodies, 
with particular emphasis on how hydrodynamic interactions in fluence the onset and 
modulation of chaotic dynamics as the number of solids increases.  

 
CƻǊ ƛƴǾƛǎŎƛŘ ŦƭƻǿΣ YƛǊŎƘƘƻŦŦΩǎ Ŝǉǳŀǘƛƻƴǎ ŀǊŜ ƎŜƴŜǊŀƭƛǎŜŘ ǘƻ Ƴǳƭǘƛ-body configurations, 
following the classical formulation of Lamb. 2 In contrast to the single -body case, analytical 
expressions for added mass and inertia are no longer available, and the governing potential 
flow is therefore solved numerically using boundary integral equations. Hydrodynamic 
forces and moments are obtained by interpolation over surface elements. The resulting fully 
coupled six -degree-of-freedom equations of motion are integrat ed numerically, with 
rotational dynamics represented using quaternions. The computational framework is 
implemented in Rust and parallelised with high efficiency.  

 
The resulting dynamics are analysed using recurrence quantification analysis and cross -
correlation techniques to characterise chaotic behaviour and inter -body coupling. 3 The 
inviscid predictions are systematically compared with fully resolved viscous simulations 
performed using the Xcompact3D solver. 4 The results provide new insight into the role of 
multi -body hydrodynamic interactions in shaping complex and chaotic solidςfluid dynamics.  

 
[1] Essmann et.al., 2020. Chaotic dynamics of an immersed ellipsoidal body in viscous flow. 

Journal of Fluid Mechanics, 899, A12.  
[2] Lamb, H., 1932. Hydrodynamics . 6th ed. Cambridge: Cambridge University Press.  
[3] Marwan, N., Romano, M.C., Thiel, M. and Kurths, J., 2007. Recurrence plots for the analysis 

of complex systems. Physics Reports, 438(5ς6), pp.237ς329.  
[4] Laizet, S. and Lamballais, E., 2009. High -order compact schemes for incompressible 

flows: A simple and efficient method with quasi -spectral accuracy. Journal of 
Computational Physics , 228(16), pp.5989ς6015. 
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Collective  effects in the phase change of falling raindrops  
 

Lucile Bisquert*, Debarshi Debnath*, David ScottϞ, Rama Govindarajanϟ & Prashant Valluri* 
*Institute for Multiscale Thermofluids , School of Engineering, University of Edinburgh 

ϞEdinburgh Parallel Computing Centre, University of Edinburgh  
ϟInternational Centre for Theoretical Science, Tata Institute of Fundamental Research, 

Bengaluru 
 
Rainfall results from a succession of processes including droplet formation within clouds, 
gravitational descent through the atmosphere, and impact at the surface. As raindrops fall 
under gravity, they interact with the surrounding air, deform under aerodynamic forces, and 
exchange heat and mass with the environment through evaporation or condensation.  
 
The phase change depends strongly on ambient conditions, and in particular on the local 
relative humidity. In slightly supersaturated environments, with relative humidity of order 
105%, water vapour is available in excess and droplets may experience condensation while 
descending. Such conditions can be found locally inside moist convective clouds, for 
example within cumulus or cumulonimbus systems, such as those often observed during the 
monsoon season. In contrast, when droplets fall through subsaturated a ir with relative 
humidity around 95%, the surrounding environment favours evaporation, leading to a 
reduction of droplet volume during descent.  
 
When many droplets fall together, they interact, so that the volume evolution of a droplet 
depends not only on the ambient conditions but also on the presence and spacing of 
neighbouring droplets. In the present work we explore how these interactions can m odify 
the local humidity and convective flow experienced by each droplet, affecting the rate of 
evaporation or condensation. To investigate these collective effects, we perform three -
dimensional simulations using a numerical framework based on a diffuse -interface 
approach. With our in-house finite volume solver (https://sourceforge.net/projects/tpls/), 1 we 
capture the dynamics of droplet deformation, evaporation or condensation, and interactions 
with the surrounding gas phase by coupling the Cahn ςHilliard equation with the 
conservation equations for mass, momentum, and energy, while phase change is treat ed 
using a diffusion-limited formulation.  
 
[1] Sáenz, P. J., Sefiane, K., Kim, J., Matar, O. K., and Valluri, P. (2015). Evaporation of sessile 

drops: a three-dimensional approach. Journal of Fluid Mechanics, 772, 705-739. 
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Fluidization hydrodynamics in gas -solid vortex units: a CFD study 
 

Shuxian Jiang & Victor Francia 
Institute of Mechanical, Process and Energy Engineering, Heriot-Watt University  

 
The interfacial velocity in traditional gas -solid fluidized beds is limited by the terminal 
velocity of particles under gravity. Fluidizing solids against a centrifugal force instead of 
gravity allows to operate at higher gas -solid slip velocities, generate transport rates orders 
of magnitude higher 1 and design more efficient, compact units. 2 Mechanically rotating 
designs can operate at centrifugal accelerations from tens to thousands of times gravity, 
but are difficult to scale due to the use of moving par ts and motors. Gas-Solid Vortex Units 
(GSVUs) can generate the same swirling motion in a static unit using tangential gas inlets but 
suffer from less flexibility because the solids rotation and the inwards drag are both 
intrinsically coupled to the gas flo w rate. The lack of an independent control of rotation and 
flowrate limits the ability to adapt to changing process conditions, such particle size, 
density, or solid loading, necessary in batch, sequential and cyclic operations.  
 
This contribution investigates the 
hydrodynamics of GSVUs to 
develop effective control 
strategies to control bed 
expansion and stability. The core 
challenge lies in understanding 
how the efficiency of the angular 
momentum transfer depends on 
design and pro cess conditions, 
and how it leads to different flow 
regimes. To address this question, 
we employ an opensource computational platform (OpenFOAM) to investigate the response 
of a rotational bed to varying design parameters and process conditions. The frame work 
utilizes transient RANS with a Reynolds Stress Model (RSM) for the gas phase, and a transient 
Euler-Euler (Two-Fluid Model) to describe the multiphase system (Fig 1). The platform is first 
validated against gas and gas -solid experiments.3 A simulation campaign under different 
loading and inlet designs is then used to illustrate the stability and evolution of rotational 
fluidized beds. Quantifying the relation between different GSVU inlet design and the angular 
momentum transfer efficiency,  this study i dentifies a suitable window for stable operation 
and sets the basis to explore new designs capable to manipulate rotational speed and 
flowrate independently.  
 
[1] J. De Wilde, A. De Broqueville, "Rotating fluidized beds in a static geometry: experimental 

proof of concept." AIChE Journal, Vol. 53, No. 4, 2007, pp. 793-810.  
[2] B. Wang et al., "Toward predictive multiscale models for HiGee devices." Current Opinion 

in Chemical Engineering, Vol. 51, 2026, pp: 101230.  
[3] A. Gonzalez-Quiroga et al., "Azimuthal and radial  flow patterns of 1g -Geldart B-type 

particles in a gas-solid vortex reactor." Powder Technology, Vol. 354, 2019, pp: 410-422. 
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Dynamics of chemically propelled elastic filaments  
 

Matthew Butler  
Department of Mathematics & Statistics, University of Strathclyde  

 
Chemically active particles are an artificial prototype for active matter. These microscale 
submerged objects self -propel by consuming a fuel in the surrounding fluid: surface 
chemical reactions alter the local solute concentration, and solute -surface inte ractions 
cause any resulting concentration gradients to drive slip flows close to the surface. We 
theoretically investigate how slender elastic filaments move under this propulsion 
mechanism1, by combining an asymptotically accurate slender body theory for  calculating 
the slip flows2 with a computationally efficient method for simulating the 
elastohydrodynamics of filaments3. By considering canonical examples of surface chemical 
patterning, we explore the suite of dynamic behaviours of chemoelastohydrodynam ic 
filaments in simulations across a wide range of material stiffnesses. As the filament becomes 
more deformable, the dynamic behaviour progresses from rigid motion, through buckling 
and out-of-plane transitions, towards chaos.  
 
[1] M.D. Butler, B.J. Walker, T.D. Montenegro-WƻƘƴǎƻƴ ϧ tΦ YŀǘǎŀƳōŀΣ ά9ƭŀǎǘƻƘȅŘǊƻŘȅƴŀƳƛŎǎ 
ƻŦ о5 ŎƘŜƳƛŎŀƭƭȅ ŀŎǘƛǾŜ ŦƛƭŀƳŜƴǘǎέΣ WƻǳǊƴŀƭ ƻŦ CƭǳƛŘ aŜŎƘŀƴƛŎǎΣ ±ƻƭΦ млнфΣ нлнсΣ ǇǇΦ !пнΦ  

[2] P. Katsamba, S. Michelin & T.D. Montenegro -WƻƘƴǎƻƴΦ ά{ƭŜƴŘŜǊ ǇƘƻǊŜǘƛŎ ǘƘŜƻǊȅ ƻŦ 
ŎƘŜƳƛŎŀƭƭȅ ŀŎǘƛǾŜ ŦƛƭŀƳŜƴǘǎέΣ WƻǳǊƴŀƭ ƻŦ CƭǳƛŘ aŜŎƘŀƴƛŎǎΣ ±ƻƭΦ уфуΣ нлнлΣ ǇǇΦ !нпΦ  

[3] .ΦWΦ ²ŀƭƪŜǊΣ YΦ LǎƘƛƳƻǘƻ ϧ 9Φ!Φ DŀŦŦƴŜȅΣ ά9ŦŦƛŎƛŜƴǘ ǎƛƳǳƭŀǘƛƻƴ ƻŦ ŦƛƭŀƳŜƴǘ 
ŜƭŀǎǘƻƘȅŘǊƻŘȅƴŀƳƛŎǎ ƛƴ ǘƘǊŜŜ ŘƛƳŜƴǎƛƻƴǎέΣ tƘȅǎΦ wŜǾΦ CƭǳƛŘǎΣ ±ƻƭΦ рΣ bƻΦ мнΣ нлнлΣ ǇǇΦ 
123103.  
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Influence of surface tension effects on  
thermalςhydraulic t ransport in microchannels  

 
Evans Udom & Marcello Lappa 

Department of Mechanical and Aerospace Engineering, University of Strathclyde  
 
This study numerically investigates the interplay between forced convection and 
thermocapillary  flow driven by surface tension gradients in a free-surface microchannel heat 
sink. Marangoni stresses, induced by thermal gradients, emerging as a result of heating from 
below, interact with  the bulk fluid, thereby modifying flow structure and altering heat 
transfer performance. To explore  a new category of liquids where surface Marangoni 
stresses change direction according to the  temperature range (leading to th e so-called 
reverse Marangoni effect), numerical results are presented for pure water and various binary 
and ternary mixtures known in the literature for their  ability to support such phenomena 
(water-based solutions including ammonia, methanol, ethylene  glycol, and propylene 
glycol). Temperatures ranging from 20°C to 100°C are considered accordingly together with 
two distinct values of the (imposed) Reynolds number (Re = 50 and  100). The results 
demonstrate that thermocapillary effects significantly augmen ts heat transfer  efficiency, 
particularly at higher thermal gradients. At Re = 100 and a temperature difference of  80°C 
(20°C to 100°C), the Nusselt number for pure water increases by 52.7% compared to the case 
neglecting surface tension effects. For ternary mixtures, the enhancement is even more  
pronounced, reaching a maximum increase of 56.1% at Re = 50. Notably, the WaterςEthylene 
Glycol mixture achieves a 45.5% improvement at Re = 100, while the Methanol-based mixture 
exhibits superior performance at lower inertia. Furthermore, the friction factors remain 
relatively constant across the configurations, indicating that significant thermal 
enhancement can be achieved without excessive pressure drop penalties1. These findings 
confirm that, although largely  overlooked to date, surface tension gradients represent an 
effective mechanism for heat transfer  augmentation in microchannels. Moreover, evidence 
is provided that the utilization of multicomponent  fluids to tune Marangoni  effects offers a 
promising strategy for the design and optimization of high -performance microscale thermal 
management systems.  
 
[1] E.J. Udom, M. Lappa, Comparative Analysis of Microchannel Heat Sinks for Different  

Values of the Prandtl and Reynolds numbers, Int. J. Num. Meth. Heat Fluid Flow (2025). 
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A model for walking droplets over submerged barriers 
 

Zubaydah Alotaibi, Katarzyna N. Kowal & Matthew Durey 
School of Mathematics and Statistics, University of Glasgow  

 
The hydrodynamic pilot -wave system, renowned for its ability to imitate quantum 
phenomena on a macroscopic scale, consists of a droplet bouncing and self -propelling 
across the  surface of a vertically vibrating liquid bath.1 The majority of hydrodynamic 
quantum analogues exhibited by this system leverage variations in fluid depth to generate 
wave-mediated ŦƻǊŎŜǎ ǘƘŀǘ ŘŜŦƭŜŎǘ ǘƘŜ ŘǊƻǇƭŜǘΩǎ ǇŀǘƘ ƛƴ ŀ ƳŀƴƴŜǊ ǎƛƳƛƭŀǊ ǘƻ ǘƘŀǘ ƻŦ ǉǳŀƴǘǳƳ 
potentials.  However, modelling walking droplets over submerged steps has prov en 
challenging, as existing models are either too complex for theoretical analysis or too simple 
to capture canonical  pilot -wave phenomena. 
 
We fill this gap by developing a minimal stroboscopic trajectory equation that accounts  for 
depth changes by varying in space the local amplitude and slope of the waves generated  
ŀƭƻƴƎ ǘƘŜ ŘǊƻǇƭŜǘΩǎ ǇŀǘƘΦ Lƴ ƻƴŜ ǎǇŀǘƛŀƭ ŘƛƳŜƴǎƛƻƴΣ ǘƘŜ ƳƻŘŜƭ ǊŜŘǳŎŜǎ ǘƻ ŀ ŘȅƴŀƳƛŎŀƭ ǎȅǎǘŜƳ 
ƻŦ ŦƻǳǊ ǾŀǊƛŀōƭŜǎΦ ²Ŝ ŀƴŀƭȅǎŜ ǘƘŜ ŘǊƻǇƭŜǘΩǎ Ƴƻǘƛƻƴ ƻǾŜǊ ǎƭƻǇŜǎΣ ŎƻǊǊŀƭǎΣ ŀƴŘ ōŀǊǊƛŜǊǎΦ CƻǊ 
multiple droplets interacting between cavities, we explore numerically the onset of  long-
range synchronisation and intermittent chaos. Finally, we discuss potential extensions of the 
modelling framework. 
 
[1] .ǳǎƘΣ WΦ ²Φ aΦ ŀƴŘ hȊŀΣ !Φ ¦ΦΣ άIȅŘǊƻŘȅƴŀƳƛŎ ǉǳŀƴǘǳƳ ŀƴŀƭƻƎǎΣέ wŜǇΦ tǊƻƎΦ tƘȅǎΦΣ Vol. 84, 

2021, pp. 017001. 
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Effect of cell softness on the separation  
between circulating tumour cells from blood  

 
Roslyn Hay, Timm Krüger & Benjamin Owen 

School of Engineering, University of Edinburgh 
 
Early diagnosis of cancer significantly improves survival rates. Unfortunately, symptoms of  
cancer are more prevalent during the later stages of the disease, leading to a later diagnosis. 
Circulating tumour cells (CTCs), which detach from the primary tumour and enter  the 
bloodstream, act as an early biomarker of cancer. Inertial microfluidic (IMF) devices  have 
shown the potential to separate CTCs from white blood cells (WBCs).1 For clinical translation, 
full separation of the CTCs is required; however, thi s remains a challenge due  to an 
incomplete understanding of the underlying physics. IMF devices are designed mainly  on 
the basis of differences in cell size; however, another influential factor that is known to affect 
migration rates in IMF devices is cell softness. We simulate the migration dynamics of CTCs 
and WBCs in a straight microchannel using a 3D lattice Boltzmann solver. We find different 
trends between suspensions when the softness of the CTC or the WBCs is varied, allowing a 
characterisation of cell interaction types and their effects on migration rates. We  conclude 
that cell size and softness are coupled factors that influence interaction effects due  to 
cross-sectional behaviour. These findings highlig ht the importance of accounting for cell  
softness in the design of inertial microfluidic devices.  

 
(a) Schematic of IMF Device, highlighting 
the target stream, specific outlets and 
simulation domain 

(b) Cross-sectional paths of CTCs and WBCs 
with varied cell softness 

 
[1] ½ƘƻǳΣ WΦΣ YǳƭŀǎƛƴƎƘŜΣ !ΦΣ .ƻƎǎŜǘƘΣ !ΦΣ hΩ.ȅǊƴŜΣ YΦΣ tǳƴȅŀŘŜŜǊŀΣ /ΦΣ ŀƴŘ tŀǇŀǳǘǎƪȅΣ LΦΣ 
άLǎƻƭŀǘƛƻƴ ƻŦ ŎƛǊŎǳƭŀǘƛƴƎ ǘǳƳƻǊ ŎŜƭƭǎ ƛƴ ƴƻƴ-small-cell-lung-cancer patients using a 
multiflow  ƳƛŎǊƻŦƭǳƛŘƛŎ ŎƘŀƴƴŜƭΣέ aƛŎǊƻǎȅǎǘ bŀƴƻŜƴƎ, Vol. 5, No. 1, 2019, pp. 8. 
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Single-molecule DNA dynamics in heterogeneous  
microfluidic f lows: from conformational response  

to length -based separation  
 

Arezoo Khakpour*, Zhibo LiϞ, Samantha RobinsonϞ, Olivia du RoureϞ, Anke LindnerϞ,  
E. Chaparian* & Mónica S. N. Oliveira* 

*James Weir Fluids Laboratory, Department of Mechanical and Aerospace Engineering, 
University of Strathclyde  

ϞPMMH, CNRS, ESPCI Paris PSL 
 
Understanding polymer dynamics at the microscale is key to advancing microfluidic 
technologies for biotechnology and soft matter systems. Here, we combine experiments and 
Brownian dynamics simulations to investigate the behaviour of single DNA molecules in  
microfluidic devices with periodic pillar arrays. These structured environments generate 
highly heterogeneous flow fields with tuneable kinematics, producing spatially varying 
strain that drives a diverse range of molecular conformations, trajectories, and deformation 
modes. We demonstrate that subtle changes in flow orientation and conditions lead to 
pronounced differences in single -molecule dynamics. Furthermore, we show that such 
microstructured flows can be harnessed for the selective separation of DNA  molecules by 
length, arising from their distinct nonlinear responses to non -uniform flow fields. Our 
findings establish a framework for exploiting flow heterogeneity, enabling molecular 
manipulation and informing microfluidic separation strategies.   
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PLGA fibre formation by wet and microfluidic  
spinning in conventional and green solvents  

 
Itzia M. García*, Luis M. Bimboϟ, John J. LiggatϞ & Mónica S.N. Oliveira* 
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University of Strathclyde  
ϟCNC, CIBB, Department of Pharmaceutical Technology, Faculty of Pharmacy, 

University of Coimbra  
 
Polymeric fibres are used in biomedical applications, such as wound dressings and bioactive 
sutures, due to their high surface area and porosity, which support controlled release of 
therapeutic agents. In this work, we explore green solvents for the manufa cture of 
biodegradable poly(lactic -co-glycolic acid) (PLGA) fibres, using wet and microfluidic 
spinning. These methods offer mild processing conditions but require careful control of 
polymer solutions properties and solvent τnon-solvent exchange to achieve stable fibre 
formation.  
 
PLGA solutions were prepared at varying concentrations using a conventional solvent, 
dimethyl sulfoxide (DMSO), and compared with greener alternatives, such as dimethyl 
carbonate (DMC), and the bio-based solvent dihydrolevoglucosenone (DLG). Steady shear 
and oscillatory tests were used for rheological characterisation of the polymeric solutions, 
as well as time stability studies to assess changes in their properties over time.  
 
PLGA/DMSO solutions provide a robust processing window, enabling reproducible formation 
of continuous micrometric fibres by both wet spinning and microfluidic spinning. DLG-based 
systems, however, showed higher viscosity and more pronounced viscoelastic be haviour, 
particularly at higher concentrations. These properties were used to estimate flow 
conditions and define practical spinning windows for fibre production. The resulting fibres 
were characterised using tensile testing to compare their mechanical pro perties, and by 
FTIR to compare solvent-processed PLGA with the as-supplied polymer to assess possible 
processing/solvent related effects, and detect any undesired residual solvent, which would 
be critical for biomedical applications.  
 
  


